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    CARE AND USE MANUAL 
Installation of Lynx Eave Mounted Patio Heater should only be installed by a person knowledgeable about gas appliances 

TO THE INSTALLER: Please read these instructions completely before installation. Give this manual to the owner. 

TO THE OWNER: Keep this manual in a safe place for future reference. 

NOTE: Remote control devices have been pre-initialized and are ready to use. 

                                                                                                                                                                                            
Lynx Professional Grills, 5895 Rickenbacker, Commerce, CA 90040 PH (888) 289-5969  P/N 33535 10/2013    



 

 

WARNING 

DANGER DANGER 

WARNING WARNING 

WARNING! CALIFORNIA PROPOSITION 65 
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READ THIS MANUAL CAREFULLY and completely before using your heater to reduce the risk of: 
1.   Fire 
2. Burn hazard, personal injury or property damage 
3. Unapproved installation or servicing. 
THIS PRODUCT IS DESIGNED FOR OUTDOOR USE ONLY. Improper installation, adjustment,  
alteration, service or maintenance can cause property damage, injury or death. 
Read this manual thoroughly before installation, use, or servicing of this product. 

IF YOU SMELL GAS: 
1.    Shut off all gas supply lines to the heater. 
2. Extinguish any open flames. 
3. If odor continues, keep everyone away  

from the appliance and immediately  
call your gas supplier or your fire  
department. 

S’IL Y A UNE ODEUR DE GAZ: 

1.    Coupez l’admission de gaz de l’appariel. 

2. Èteindre toute flamme nue. 

3.    Si l’odeur persiste, èloignez-vous de  

l’appareil et appelez immèdiatement  

le fournisseur de gaz ou le service  

d’incendie. 

•    The burning of gas fuel generates some by-products which are on the list of  

substances which are known by the State of California to cause cancer or reproductive harm. 

•    California law requires businesses to warn customers of potential exposure to such substances.  

To minimize exposure to the substances, always operate this unit according to the care and use  

instructions found in this manual.  

•    California Proposition 65 lists “Silica, crystalline” which is used in one of the components of  

the infrared burner, as an agent known to the state of California to cause cancer. 

•    DO NOT store or use gasoline or other  

flammable vapors and liquids in the  

vicinity of this or any other appliance. 

•    An LP cylinder not connected for use  

shall not be stored in the vicinity of this  

or any other appliance. 

•    Ne pas entreposer ni utiliser de l’essence  

ni d’autres vapeurs ou liquides inflam- 

mables dans le voisinage de l’appareil,  

ni de tout autre appareil. 

•    Une bouteille de propane qui n’est pas  

raccordèe en vue de son utilisation, ne  

doit pas ètre entreposèe dans le voisinage  

de cet appareil ou de tout autre appareil. 



 

This product complies with ANSI standard Z83.26-2007/ Z83.26a-2008 and CSA 2.37-2007/  

CSA 2.37a-2008 and has been tested and approved by Intertek.  

 

To obtain replacement parts or service contact: 

Lynx Professional Grills, 5895 Rickenbacker, Commerce, CA 90040 888-289-5969 
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WARNING 

• Never use dented, rusty or damaged propane cylinders. Never store additional or empty  

propane cylinders in the vicinity of this or any other appliance. Do not store propane cylinders 

      indoors or on their sides. 

• Children should NEVER BE LEFT ALONE or unattended in an area where this appliance is  

located. Install your heater well away from areas where children play. Do not store items,  

that may interest children, in or around the area of your heater. 

• Always maintain the required clearances from combustibles as detailed. This heater is  

designed for outdoor use only. Never use in a garage, building, shed, breezeway, or other  

enclosed area. Local codes regarding head clearance requirements must be observed. 

• Certain materials or items, when stored under the heater, will be subject to radiant heat and  

      could be seriously damaged.  

• Always have an ABC Fire Extinguisher accessible. 

• Keep any electrical supply cord and the fuel supply hose away from any heated surfaces.  

Electrical cords should be placed away from walkways to avoid tripping hazard. 

• Do not repair or replace any part of this appliance unless specifically recommended in this  

manual. Other service should be performed by a qualified technician. 

• This appliance must be installed by a professional installer or technician. Be sure that he/she  

shows you where your gas supply shut-off is located. All gas lines must have a shut-off valve 

      that is readily and easily accessible. If you smell gas, check for gas leaks immediately at 

      the external pipe or hose connections. Check only with a soap and water solution. Never  

      check for gas leaks with an open flame. See  section “Checking for Gas Leaks” for 

      further details.  

• If you are using an LP gas tank, inspect the LP gas supply hose prior to each use of the 

      accessory. If there is evidence of excessive abrasion or wear, or the hose is cut, it must be 

      replaced before using the appliance. 

• Never remove the grounding prong from any plug, and never use this product with an 

      ungrounded, 2-prong adapter. 

• THIS MANUAL MUST REMAIN WITH THE PRODUCT OWNER FOR FUTURE REFERENCE. 

DANGER CARBON MONOXIDE HAZARD    

This appliance can produce carbon monoxide which has no odor. If not installed, 

operated, and maintained in accordance with manufacturers instructions, the emissions  

from this product can cause serious illness or death. Never use this appliance in an 

enclosed space.. 



WARNING 

STATE OF MASSACHUSETTS: 

WARNING - ELECTRICAL GROUNDING 
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1. This gas appliance and its individual shutoff valve must be disconnected from the gas supply 

       piping system during any pressure testing of that system at test pressures in excess of  

       1/2 psi (3.5 kPa). 

2.    This gas appliance must be isolated from the gas supply piping system by closing its individual  

       manual shutoff valve during any pressure testing of the gas supply piping system at test  

       pressures equal to or less than 1/2 psi (3.5 kPa). 

1. Massachusetts requires all gas be installed using a plumber or gas fitter carrying the 

appropriate Massachusetts license. 

2. All permanently-installed natural gas or propane installations require a “T” handle type 

manual gas valve be installed in the gas supply line to this appliance. 

3. This does not apply to portable propane installations using a 20 pound cylinder. 

• Product installation must meet local electric codes or, in the absence of local codes, the 

latest edition of the National Electrical Code ANSI/NFPA No. 70 or the Canadian Electrical 

Code CSA C22.1. 

• Use only a Ground Fault Interrupter (GFI) protected circuit when plugging in the AC 

adaptor of this appliance. 

• This appliance is equipped with a low voltage, AC adaptor. All connecting cords must be 

for outdoor use and contain three prong (grounded) electric plugs for your protection 

against shock hazard. Cords must have a “W-A” marking, and must be plugged directly 

into a properly grounded three prong outlet. Never cut or remove the grounding prong 

from this plug. 

• To protect against electric shock, do not immerse any part of the extension cord or any 

plugs in water or other liquid. 

• Unplug the AC adaptor from its power source when long periods of time are anticipated for 

the appliance to be out of use. 

• Do not let the extension cord hang over the edge of a table or touch hot surfaces. 

• Do not operate any outdoor appliance with a damaged cord, plug, or after the appliance 

malfunctions or has been damaged in any manner. Contact the manufacturer for repair. 

  
  SPRINKLERS: This appliance must be located at an appropriate distance away from fire sprinklers 

(4ft min. recommended) to avoid accidental activation of sprinkler. Ethylene glycol or propylene 

glycol must never be used in fire sprinkler systems where heaters are present, as these substances 

may become flammable when heated. A fire sprinkler professional must be consulted when heaters 

are installed where fire sprinklers are present to insure that heaters and fire sprinklers are properly 

integrated. Specific guidelines can be found in NFPA 13 regarding design and specifications for fire 

sprinkler systems near heaters. 
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